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PRESSURE TRANSDUCER

NO. 60 SILICA SAND / BENTONITE
(494 - 511 FEET)

FRP TO PVC ADAPTER

12 1/4-INCH BOREHOLE

ANNULAR PRESSURE TRANSDUCER

SCHEDULE 80 PVC CASING (5.56-INCH O.D.,
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SCHEDULE 80 PVC SCREEN (5.56-INCH O.D,,
4.81-INCH |.D. WITH 0.080-INCH WIDE SLOTS)

SUBMERSIBLE PUMP (INTAKE AT 810 FEET)
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ANNULAR SENSOR DETAILS

- ERT SENSOR DEPTHS - 512,572, 632, 692, 752, 812, 872,932, 992,
1032, 1092, 1172

- ANNULAR TRANSDUCER DEPTH - 637 FEET

NOTES

. WELL REGISTRATION NO.: 55-227702

. CADASTRAL LOCATION: D(4-9) 28 CAC

. MEASURING POINT ELEVATION; 1481.87 FEET AMSL
1.D. = INSIDE DIAMETER

O.D. = QUTSIDE DIAMETER

PVC = POLYVINYL CHLORIDE

. FRP = FIBERGLASS REINFORCED PLASTIC

. ERT = ELECTRICAL RESISTIVITY TOMOGRAHY

. SOUNDING TUBE INSTALLED TO ~ 500 FEET
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STAINLESS STEEL CASING CENTRALIZERS
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